
ELECTRONIC SURFACE & AIR PURIFICATION SYSTEM

The ActivePure® Technology built into each AP500 is based on a variation of the 
technology originally developed for use on the International Space Station and is 
recognized as the exclusive Certified Space Technology™ in its category.

BENEFITS
•  Our propr ietary ActivePure® Cer ti f ied Space Technology 

destroys over 99% of a l l sur face and airborne contaminants

•  Protects sur faces and pur i f ies the air in smal ler spaces

•  Removes VOCs, smoke and odors

•  Reduces airborne contaminants and al lergens that can 

tr igger asthma and al lergy symptoms 

•  No chemicals or residual contamination

•  Power ful, compact, and great for smal l spaces

•  Plugs into standard 120 volt e lectr ical outlet

•  Anti-thef t mounting arrangement, no wir ing required

•  Low power use

•  Low maintenance and easy to use

HOW IT WORKS
•  Our propr ietary ActivePure® Technology uses l ight waves and 

a cataly tic process to produce super oxide ions and hydro 

peroxides that destroy contaminants on sur faces and in the air 

•  Features a high intensity UVC l ight that makes use of the same 

oxidation and ionizing proper ties of l ight as natural ly occurr ing 

sunl ight 

•  Cer ti f ied Space Technology continuously protects and pur i f ies 

the environment around you 

•  ActivePure® has been tested in independent labs and proven 

ef fective on bacter ia, v iruses, mold and fungi on sur faces and 

in the air 

UNIQUE FEATURES
•  Uti l izes a combination of ion generation and our propr ietary 

ActivePure® Technology to ef fectively treat exposed sur faces 

and indoor air

•  Includes a standard 120V outlet on side of unit for mounting 

over existing wal l outlet without inconvenience

•  Replaceable and washable f i l ter

•  Replaceable ActivePure® Cel l
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NOTE: this unit does not meet California requirements and cannot 
be shipped to California. 

Technology
ActivePure®

Ion Generation

Electrical
Supply Voltage: 120V~, 60 Hz, .18 Amp,
Power Consumption: 13 Watts*

Mechanical
One control switch, on/off
Negative Ionizer

Dimensions
6”W x 12”H x 4”D
(15.24 cm W x 30 cm H x 10 cm D)

Weight 2.9 lbs  (1.3 kg)

Coverage Up to 500 sq. ft.

Warranty Limited 3 Year Warranty

SPECIFICATIONS


